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Technical specification

PERFORMANCE

Capture Field of View: Horizontal = 59°, Vertical 80°

Capture Standoff Distance: 40cm - 80cm (16" - 32")

ADA Height Compliant (based on 1.55m (62") standard device mounting height)

Matching time: ~1 second for look-and-go operation

Onboard Matching Gallery up to 1000 individuals

FUNCTIONAL

Interface: Standard Wiegand

Configurable LED

Configurable Sound

Power: 12V DC, 800 mA

Network connection: IEEE 80211 Wireless

Mounting: French Cleat attachment to supplied wall plate, with security screw

Tamper Detection

Dimensions: H x W x D 120mm x 120 mm x 30mm

Optional integrated card reader

Face Capture Sensor: RGB+NIR with supplied NIR illumination

Hardware-based Anti-Spoofing / Liveness Detection

Ambient Lighting Environment: 50 - 10,000 lux

About us

Tascent harnesses the power of biometrics to enable frictionless
experiences in a connected world. Our focus is on creating intuitive
hardware, software, and end-to-end solutions that streamline critical
identity processes, while making the experiences more ful illing. Today,
our biometric systems operate in some of the most challenging
environments, serving tens of millions of people each year. We are proud
to be a small US-based business, located in the heart of Silicon Valley.

For more information please visit




